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(ii) The daily total nitrogen oxides 
emissions shall be calculated as the 
sum of the daily nitrogen oxides emis-
sions from each designated facility cal-
culated under paragraph 
(d)(1)(v)(C)(1)(i) of this section. 

(iii) The average nitrogen oxides 
emissions (kilograms per day) on a cal-
endar year basis shall be calculated as 
the sum of all daily total nitrogen ox-
ides emissions calculated under para-
graph (d)(1)(v)(C)(1)(ii) of this section 
divided by the number of calendar days 
for which a daily total was calculated. 

(2) For all days during which one or 
more of the designated facilities under 
the emissions averaging plan was off-
line, the average nitrogen oxides emis-
sions shall be calculated. The average 
nitrogen oxides emissions (kilograms 
per day) shall be calculated on a cal-
endar year basis according to para-
graphs (d)(1)(v)(C)(2)(i) through 
(d)(1)(v)(C)(2)(iii) of this section. 

(i) For each designated facility in-
cluded in the emissions averaging plan, 
the daily amount of nitrogen oxides 
emitted (kilograms per day) shall be 
calculated based on the hourly nitro-
gen oxides data required under 
§ 60.38b(a) and specified under 
§ 60.58b(h)(5) of subpart Eb of this part, 
the flue gas flow rate determined using 
table 19–1 of EPA Reference Method 19 
or a State-approved method, and the 
hourly average steam or feedwater flow 
rate. 

(ii) The daily total nitrogen oxides 
emissions shall be calculated as the 
sum of the daily nitrogen oxides emis-
sions from each designated facility cal-
culated under paragraph 
(d)(1)(v)(C)(2)(i) of this section. 

(iii) The average nitrogen oxides 
emissions (kilograms per day) on a cal-
endar year basis shall be calculated as 
the sum of all daily total nitrogen ox-
ides emissions calculated under para-
graph (d)(1)(v)(C)(2)(ii) of this section 
divided by the number of calendar days 
for which a daily total was calculated. 

(2) A State plan may establish a pro-
gram to allow owners or operators of 
municipal waste combustor plants to 
engage in trading of nitrogen oxides 
emission credits. A trading program 
must be approved by EPA before imple-
mentation. 

(3) For approval, a State plan shall 
include emission limits for nitrogen 
oxides from fluidized bed combustors 
at least as protective as the emission 
limits listed in paragraphs (d)(3)(i) and 
(d)(3)(ii) of this section. 

(i) The emission limit for nitrogen 
oxides contained in the gases dis-
charged to the atmosphere from a des-
ignated facility that is a fluidized bed 
combustor is 180 parts per million by 
volume, corrected to 7 percent oxygen. 

(ii) If a State plan allows nitrogen 
oxides emissions averaging as specified 
in paragraphs (d)(1)(i) through (d)(1)(v) 
of this section, the emission limit for 
nitrogen oxides contained in the gases 
discharged to the atmosphere from a 
designated facility that is a fluidized 
bed combustor is 165 parts per million 
by volume, corrected to 7 percent oxy-
gen. 

[60 FR 65415, Dec. 19, 1995, as amended at 62 
FR 45119, 45125, Aug. 25, 1997; 71 FR 27333, 
May 10, 2006] 

§ 60.34b Emission guidelines for mu-
nicipal waste combustor operating 
practices. 

(a) For approval, a State plan shall 
include emission limits for carbon 
monoxide at least as protective as the 
emission limits for carbon monoxide 
listed in table 3 of this subpart. Table 
3 provides emission limits for the car-
bon monoxide concentration level for 
each type of designated facility. 

(b) For approval, a State plan shall 
include requirements for municipal 
waste combustor operating practices at 
least as protective as those require-
ments listed in § 60.53b(b) and (c) of sub-
part Eb of this part. 

[60 FR 65415, Dec. 19, 1995, as amended at 62 
FR 45120, 45125, Aug. 25, 1997; 69 FR 42121, 
July 14, 2004; 71 FR 27333, May 10, 2006] 

§ 60.35b Emission guidelines for mu-
nicipal waste combustor operator 
training and certification. 

For approval, a State plan shall in-
clude requirements for designated fa-
cilities for municipal waste combustor 
operator training and certification at 
least as protective as those require-
ments listed in § 60.54b of subpart Eb of 
this part. The State plan shall require 
compliance with these requirements 
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